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	SCHEDULE OF RATES


	

	1.
	Contractors must price this Schedule, which is used for pricing contract variations.


	 

	2.
	The following has been used as the basis for preparing the rates
	

	
	Labour: 
Tradesmen at 
£________ per hour.


Labourers at 
£________ per hour.
	

	
	Materials: 

Cost + _________%
	

	
	Plant:


Cost + _________%
	

	
	N.B
Contractors must fill in these figures
	

	
	These figures must be included in the rates below, and will be used to value variations not covered by the Schedule of rates


	

	
	scaffolding


	m2

	3.
	To elevation per first 4 weeks


	m2

	4.
	To elevation as described above but per week after first four weeks


	

	
	demolitions (including temporary supports and removing debris from site)


	

	5.
	Take down half brick wall ( including half brick partition) at any level


	m2

	7.
	Take down one brick wall at any level


	m2

	8.
	Take down one and a half brick wall at any level


	m2

	9.
	Take down internal stud partition at any level


	m2

	10.
	Hack off lath and plaster or plaster from walls, ceilings and partitions.


	m2

	
	CARPENTRY (INCLUDING CUTTING AND WASTE, HANGERS, NAILS ETC)


	

	28.
	75x50mm tan sw carcassing in studwork, falsework and the like


	m



	29.
	100x50mm


	m

	30.
	175x50mm


	m

	
	PLASTERWORK


	

	35.
	12.7mm plasterboard to stud wall, including scrim, beads and set


	m2

	36.
	11mm hardwall plaster to brickwork/concrete wall, beads and set


	m2

	37.
	12.7mm plasterboard to sw framed ceiling, bead and set


	m2

	
	JOINERY (INCLUDING CUTTING AND WASTE, NAILS ETC)


	

	38.
	12mm plywood and sw bearers in casing to service pipes etc


	m

	
	SCREEDS / DUBBING


	

	47
	Cement/sand screed 65mm thick to receive floor tile finish


	m

	48
	Dub out irregular brickwork/plaster to receive plaster finish. 10mm thick


	m2

	
	TILING


	

	49
	100x100mmwhite glazed tiling, pointed with white grout


	m2

	
	SANITARY PLUMBING


	

	56
	Copper pipe including couples in straight runs to walls or laid in suspended floor s as necessary. Including supports:
15mm



22mm



28mm


	m

m

m

	57
	PVC waste pipe connected to appliance, including solvent weld joints and supports: 

32mm



38mm



50mm


	m

m

m

	58
	Deep seal P or bottle trap, including jointing


	N°

	59
	100mm PVC soil and vent pipe, fixed to walls, including bends and junctions


	m

	
	DECORATIONS


	

	60
	Strip existing lining or wallpaper from ceiling


	m2

	61
	Strip existing lining or wallpaper from walls


	m2

	62
	Prepare and decorate existing plaster; prepare, fill, line and cross-line with heavy duty lining paper:

Walls

Ceiling


	m2
m2

	63
	Prepare and decorate existing plaster; prepare, fill, mist coat and 2 finish coats matt emulsion;

Walls

Ceiling


	m2
m2

	64
	Prepare and decorate existing joinery; strip, knot, stop, prime and fill, 2-undercoats and 1 finish coat gloss paint.  

Skirtings, architraves, mouldings

doors

windows
	m

N°

N°
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